SPECTRO-3 Serie
Anleitung zum Firmwareupdate von
SPECTRO3 V3.x auf SPECTRO3 V4.x

Die Firmware SPECTRO3 V4.x verfugt Uber ein schnelleres und effizienteres
Schnittstellenprotokoll, das sich ziemlich stark vom Schnittstellenprotokoll der Version 3.x
unterscheidet.

Aus diesem Grund kdnnen die EEPROM Daten, welche mit der Version 3.x hinterlegt worden
sind, nicht ohne weiteres und nicht vollstandig mit dem FirmwareLoader V1.1 beim
Firmwareupdate gesichert werden.

Dennoch gibt es eine Mdglichkeit, die wichtigen EEPROM Daten zuerst zu sichern und dann
wieder aufzuspielen.

Dies sollte unbedingt gemacht werden, weil die Temperaturkompensationsdaten im
EEPROM hinterlegt sind.

WICHTIG! Leider ist es nicht mdglich die TEACH TABLE so wie sie war wieder aufzuspielen.
D.h., wenn das Update gemacht wurde, missen die Farben neu eingelernt werden.

Nachfolgend werden im Einzelnen die Schritte beschrieben, wie das Firmwareupdate
durchzufihren ist.

Schritt 1:

Starten Sie den ProgramLoader V4.1.

Stellen Sie den richtigen COMPORT ein und driicken Sie TRY TO CONNECT.
Es sollte der Firmwarestring “SPECTRO3 V3.x RT:KWxx/xx” erscheinen.

—“# PROGRAM LOADER V4.1 = |E|Iﬂ

ESTABLISH CONNECTION

SELECT COMPORT [1...256] g 1 BAUDRATE 19200 | | TRY TO CONMECT

FIRMWARE UPDATE

| READ FIRMWARE FROM DISK | | CLEAR WINDOW |

| ARM PROGRAM LOADER | | DISARM PROGRAM LOADER |

It is STRONGLY recommended to UPDATE the FIRMWARE according to the MANUAL! _}l
SPECTRO3 V32 RT:KW49/12

CREATE EEPROM BACKUP

READ EEPROM DATA FROM SENSOR | | SAVE EEPROM DATA TO SENSOR |

EEPROM TRANSFER  |d:\BackupFiles\EEFROM_Backup_SerNo00000.dat
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Schritt 2;

Laden Sie Uber READ FIRMWARE FROM DISK das File “Firmware_IniFile_Spectro3V4x”

1! Driicken Sie auf gar keinen Fall ARM PROGRAM LOADER !!!

# PROGRAM LOADER V4.1

ESTABLISH CONMECTION

SELECT COMPORT [1...256] jl 1 BAUDRATE | 19200 ™| [TRY TO EGNNECT‘

FIRMWARE UPDATE

READ FIEMWARE FROM DISK ‘ CLEAR WINDOW 1

ARM PROGRAM LOADER ‘ DISARM PROGRAM LOADER 1

It is STROMNGLY recommended to UPDATE the FIRMWARE according to the MANMUAL! ﬂ
SPECTRO3 V3.3 RT:KW43.12

g:;:tr;:ry I D:"'-.Wnrk_Heleased_S_Hecord_Files\Work_Heleased_Firrnware_In'rtial_FiIes"'-,SpectroB"'-.Firrnwanj

Suchen in: | | Firmware_Files_Spectro3Vax_To_Spectro3V4 j ¢ 5 Ef-

9

Zuletzt besucht

L

Desktop

Bibliotheken

Firmware_IniFile_Spectra3v4l 29.05.2012 13:39  Konfigurationsei...

|!;5

Computer

Dateiname: IFirrnware_IniFiIe_Spec:th‘u'41 j 0] I
Datetyp: | ini) =l Apbrechen |
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Schritt 3:
Sichern Sie Uber READ EEPROM DATA FROM SENSOR die im EEPROM hinterlegten

Daten auf lhrer Festplatte. Ein Dateiname, welcher die Seriennummer des Sensors enthalt,
wére angebracht.

# PROGRAM LOADER V4.1

ESTABLISH COMMECTION

SELECT COMPORT [1...256] il 1 BAUDRATE | 19200 ™ || TRY TO ECINNECT‘

FIRMWARE UPDATE

READ FIEMWARE FROM DISK ‘ CLEAR WINDOW 1

ARM PROGRAM LOADER ‘ DISARM PROGRAM LOADER 1

It is STROMGLY recommended to UPDATE the FIRMWARE according to the MANUAL! _ml

FILE LOADED:
d:"Work_Released_5_Record_Files"Work_Released_Fimmware_Initial_FilesSpectro 3'WFimwa

re_Files_SpectrodVi_To_Spectro3Vd 1 Fimware_IniFile_Spectro3V41 ini

Initial file for firmware Spectrad V4.1
ATTENTICON! Al EEFROM data will be lost!

FILE READ QK!
PRESS ARM FIRMWARE LOADER TO START FIRMWARE LUFDATE.

# Select EEPROM Backup File ﬂ

Directony - -
History: | D:\BackupFiles =]

Suchen in: I . BackupFiles j - £F E-
g Name = |+ Anderungsdat... || Tvp |-

Es wurden keine Suchergebnisse gefunden.

Zuletzt besucht

i

Desktop

Bibliotheken

i!::

Computer

Dateiname: |EEPROM_Backup_SerNo00000| =

ok |
Dateityp: | dat) = Abbrechen |
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Schritt 4:

Nachdem das EEPROM erfolgreich gesichert wurde, kann die neue Firmware aufgespielt
werden.

Il Dricken Sie jetzt ARM PROGRAM LOADER !!!

Die neue Firmware wird jetzt aufgespielt.

Die Software meldet sich mit CONNECTION FAILURE, weil der PogramLoader V4.1 das
neue Schnittstellenprotokoll nicht unterstitzt.

% PROGRAM LOADER V4.1

ESTABLISH CONNECTION

'SELECT COMPORT [1...256] ﬁ BAUDRATE | 19200 Y| | TRY TO CONNECT

FIRMWARE UPDATE

READ FIRMWARE FROM DISK CLEAR WINDOW
ARM PROGRAM LOADER DISARM PROGRAM LOADER
FILE READ QK! _‘I

PRESS ARM FIRMWARE LOADER TO START FIRMWARE UPDATE.
EEPROM data wil be read from sensor.

Success!
Backup File has been created!

Download of new fimware.
() 2003 Freescale. S-Record loader for the MCH6FE3ec. ver. 1.0.1
Waiting for application S-Record............ e

Loaded (¢005900 bytes.
Application started from address (0044

Firmeware Update successful!

CONMECTION FAILURE =

CREATE EEPROM BACKUP

READ EEPROM DATA FROM SENSOR SAVE EEPROM DATATO SENSOR

EEFROM TRAMSFER  |d:\BackupFiles\EEFROM_Backup_SerMo00000.dat
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Schritt 5;

Starten Sie jetzt den FirmwareLoader V1.1 und stellen Sie Gber TRY TO CONNECT eine
Verbindung her.

Laden Sie tber READ FIRMWARE FROM DISK das File “Firmware_IniFile_Spectro3V4x”.

Il Dricken Sie auf gar keinen Fall ARM PROGRAM LOADER !!!

# FIRMWARE LOADER V1.1

ESTABLISH COMMECTION

SELECT COMPORT [1...256] il 1 BAUDRATE 115200 ™ TRY TO CONNECT ‘

FIRMWARE UPDATE

READ FIRMWARE FROM DISK ‘ CLEAR WINDOW 1
ARM FIEMWARE LOADER ‘ DISARM FIRMWARE LOADER 1
SPECTROZ V4 RT Jul 26 2012 ﬂ

# IniFile x|

ﬁ:ﬁ;ﬁ I D:\Wurk_Heleased_S_Hecurd_Files\Wurk_Heleased_Firrnware_ln'rtiaI_HIesEpede\Hmwanj

Suchen in: | | Firmware_Files_Spectro3V3«_To_Spectro3V4 j ¢ 5 E3-

29.05.2012 13:39  Konfigurationsei...

Zuletzt besucht

-

Desldop

Dateiname: IFirrnware_IniFiIe_SpectraB‘u’M j QK I

Dateityp: | ini)
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Schritt 6:

Uber SAVE EEPROM DATA TO SENSOR kénnen jetzt die vorher gesicherten EEPROM
Daten wieder aufgespielt werden.

# FIRMWARE LOADER V1.1

ESTABLISH CONMECTION

SELECT COMPORT [1...256] il 1 BAUDRATE 115200 ™ TRY TO CONNECT ‘

FIRMWARE UPDATE

READ FIRMWARE FROM DISK ‘ CLEAR WINDOW 1

ARM FIEMWARE LOADER ‘ DISARM FIRMWARE LOADER 1

SPECTRO2 V4D RT Jul 26 2012 ﬂ
FILE LOADED:

d:"Work_Released_5_Record_Files"Work_Released_Firmware_Initial_Files*Spectro3'WFimware_Files_5
pectrodVix_To_Spectro3V4 1 Fimware_IniFile_Spectro3V41 ini

Initial file for firmware Spectrad V4.1
ATTENTICON! Al EEFROM data will be lost!

FILE READ QK!
PRESS ARM FIRMWARE LOADER TO START FIRMWARE LUFDATE.

¢ Select EEPROM Backup File x|

Dlirectony - -

History | D:\BackupFiles =l
Suchen in: I ., BackupFiles j - ﬁ EH-

Mame =

2

Zuletzt besucht

-

Desldop

Bibliotheken

EEFROM_Badkup_SerMo00000 25.02,2013 15:15 DAT-Datei

Dateiname: IEEF' ROM_Backup_SerMo00000 j QK I
Dateityp: | dat) =l Abbrechen |
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—# FIRMWARE LOADER V1.1

ESTABLISH CONNECTION

'SELECT COMPORT [1...256] ﬂ BAUDRATE 115200 TRY TO CONMECT {

FIRMWARE UFDATE

READ FIRMWARE FROM DISK { CLEAR WINDOW {

ARM FIRMWARE LOADER { DISARM FIRMWARE LOADER {

SPECTRO3 V41 RT Jul 26 2012 j
FILE LOADED:

d:"Work_Released_5_Record_Files'"Waonk_Released_Fimware_Initial _Files*.Spectro 3 \Fimware_Files_5
pectrodVax_To_SpectrodV41 Fimware _IniFile_Spectro3V41 ini

Initial file for firmware Spectro3 V4.1
ATTENTION! All EEFROM data will be lost!

FILE READ OK!
PRESS ARM FIRMWARE LOADER TO START FIRMWARE UPDATE.

EEFROM DATAWILL BE SEND TO SENSCR.
Siccese
BACKUP FILE HAS BEEN SAVED TO EEPROM!

CREATE EEPROM BACKUP

READ EEPROM DATA FROM SENSOR SAVE EEPROM DATATO SENSOR {

EEPROM TRAMSFER FILE [d:\BackupFilesEEFROM_Backup_SerMNol00000.dat

ACHTUNG!

Sollten Sie nach dem Softwareupdate nicht gleich eine Verbindung zum Sensor herstellen
kénnen, vergewissern Sie sich, dass Sie die richtige BAUDRATE gewahlt haben.

Die neue Version versucht eine Verbindung mit 115200 Baud aufzubauen.

Wenn zuvor mit einer anderen Baudrate gearbeitet wurde, muss diese entsprechend
eingestellt werden.
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